Introducing Richter’s latest Legend models

R

ichter’s flagship model, the legendary Dragons,
might just blow you away with their magnificent
sound, no matter what your musical choice – from
electronic through pop, jazz and orchestral genres.
These quasi four-way speakers featuring our new
6-inch Series V drivers are ideal for hi-fi stereo in a
large room or anchoring the sonic drama of your
home cinema.

Read on for the story behind the Legend Series V, a
new pinnacle in Richter’s award-winning history. See
overleaf for the Dragons’ impressive specifications.

Richter’s Legend Series V is all about the music – the
sheer magic of your favourite listening delivered in
astounding stereo high fidelity.
Two years of research inspired by Richter’s philosophy
of musicality and affordability has produced all-new
drivers, electronics and cabinets.
From the top: The soft-dome neodymium tweeters
provide wide dispersion, producing a lively and
spacious sound stage with smooth musicality, and a
response extending well beyond human hearing.
The highly efficient 6-inch mid/bass drivers harness
composite cones combining the natural acoustic
finesse of paper with the strength of modern carbonfibre technology. This produces ideal damping
characteristics plus the coherence and timing
essential to draw you into the music.
The awesome bass is rich, deep and firm.
New crossovers were painstakingly designed with
feedback from a large team of audio specialists
across Australia to produce emotional vocals, an
astonishingly vivid sound stage and a smooth
blending of frequencies. The highly stable off-axis
response means the Legends maintain realism in a
wide spectrum of listening environments – because
everyone’s listening room is different.
The cabinets have been completely redesigned using
non-parallel panels to reduce standing waves, and
the comprehensive bracing is positioned to minimise
harmonics. Double thickness rear and front baffles
and new high density damping makes these the most
neutral and musical cabinets we have ever produced.
Do yourself a favour, just listen!

For (much) more information and your nearest dealer, call

info@richter.com.au

www.richter.com.au

Richter Acoustics Pty Ltd, PO Box 578, Hamilton NSW 2303
SK2445

(02) 4962 1594
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Turn your Dragons
into a first-class home theatre system

1

Start with a pair of
Dragon Series V
main speakers

Add a Richter Griffin Series V Centre
for crisp, intelligible dialogue

2
3
4

Add a pair of
Richter Merlin
Series V rear
speakers for a
fully enveloping
cinema or
concert
experience

Vented quasi 4-way Floor standing
Impedance ....4 Ohms
Frequency Response ........25 Hz–25 KHz
Sensitivity....91 (dB/W/M)
Bass / Mid ...3 x 130 mm (EPD*) sealed
composite paper/fibre cone, inverted cap.
Tweeter.......25mm soft dome, neodymium
magnet.

Enclosure ....Dual bass reflex
Rec. Amplifier Power .......Home Theatre
150–500, Two-channel 20–500 WRMS
Dimensions....1050H x 400D X 220W
Connector ..dual gold-plated binding posts
(bi-wire capable)
Available Finishes.............Jarrah / Black Oak
Weight........25.1 KG each speaker

Vented Symmetric Array 2-Way Centre
Impedance ....4 Ohms
Frequency Response ........48 Hz–25 KHz
Sensitivity....89 (dB/W/M)
Bass / Mid ...2 x 105 mm (EPD*) sealed
composite paper/fibre cone, inverted cap.
Tweeter.......25mm soft dome, neodymium
magnet.
Enclosure ....Bass reflex

Rec. Amplifier Power .......Depends on main
speakers
Dimensions .165H x 385D X 495W
Connector ..Dual Gold Plated Binding Posts
(bi-wire capable)
Available Finishes.............Jarrah / Black Oak
Weight 10 KG

Vented 2-way Bookshelf
Impedance ....6 Ohms
Frequency Response ........55 Hz–25 KHz
Sensitivity....87 (dB/W/M)
Bass / Mid ...105 mm (EPD*) sealed
composite paper/fibre cone, inverted cap.
Tweeter.......25mm soft dome,
neodymium magnet.
Enclosure ....Bass reflex

Rec. Amplifier Power .......Home Theatre
50–150, Two-channel 15–150 WRMS
Dimensions....320H x 230D X 180W
Connector ..Dual Gold Plated Binding Posts
(bi-wire capable)
Available Finishes.............Jarrah / Black Oak
Weight........6 KG each speaker
Mounting choices............free-standing;
1/4” threaded insert for wall bracket; or
optional Richter stands

Plus a Richter Thor Series V subwoofer for
that solid, satisfying, musical bass and the
full earth-shaking power of your favourite
blockbuster movies.

Dual Vented Active 12” Subwoofer
Frequency Response ........<19Hz–120Hz
(Music mode at lowest frequency crossover
setting)
Amplifier.....Digital class D amplifier true
300W RMS
Control and signal processing Fully Digital
(Analogue devices DSP)

Driver..........300W, 255 mm (EPD*) sealed
composite paper/fibre cone, inverted cap,
ultra high excursion with large neoprene roll
surround, double magnet gap assembly, air
vented.
Dimensions....510H x 430D X 440W
Finish ..........Black Oak
Weight 28KG
* Effective piston diameter (EPD); Images not to scale.

Ask for a 2-channel demo with the rich, warm sound of Richter’s valve amplifiers
with
USB/DAC
input
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